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We have developed a sensor to study the mechanical stiffness of atomic-size contacts. It consists of
a modification of the mechanically controllable break-junction technique, using a quartz tuning fork
resonator as force sensor. We present first results of measurements of the force constants in gold
atomic contacts. In the formation of chains of single-metal atoms, the folding in of individual atoms
from the banks into the chain can be observed. This sensor allows one to measure forces in atomic
contacts for a wide variety of metals, as illustrated with the first measurements on platinum. © 2005
American Institute of Physics. DOI: 10.1063/1.2084347I. INTRODUCTION
Studying the electrical properties of the smallest possible
conductor, a single atom, has become feasible in the last
decade.1 It was shown that the conductance can be described
with Landauer’s formula G=G0nTn, where G0 is the quan-
tum unit of conductance, equal to 2e2 /h, and Tn is the trans-
mission of the nth channel. The number of open channels per
atom is related to the valence of the atom, and varies from 1
for s metals to 5 for d metals.2,3
Two basic techniques are applied to create a single-atom
contact, namely scanning tunneling microscopy STM Ref.
4 and the mechanically controllable break-junction tech-
nique MCBJ.5 Both techniques make a single-atom contact
through the same principle: by stretching the contact, the
diameter of the contact area decreases until only a few, and
ultimately only one, atoms are in the cross section. Measured
traces of the conductance as a function of the stretching re-
flect the reconfiguration of the atoms, and thus the number of
available channels for conduction.
Although the electrical properties of atomic-sized con-
tacts have been studied extensively, the mechanical proper-
ties have not yet received much attention. It can be expected
that the two are quite closely related, as can be seen already
from the example mentioned in the previous paragraph. Phe-
nomena which have been mainly observed indirectly through
conductance, such as the formation of atomic chains6 or the
shell effect in metallic nanowires,7 could potentially be stud-
ied in far more detail via their mechanical properties.
The number of studies of mechanical properties of
atomic contacts is limited;8–13 the most detailed ones concern
measurements of the force through a combination of STM
and atomic force microscopy AFM by Rubio et al.9,13
However, the number of metals that can be studied with this
technique is small, because the lack of UHV surface prepa-
ration facilities limits the studies mainly to gold. Further-
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than the force constant of the atomic contact, which compro-
mises the sensitivity. For soft cantilevers the elastic energy
built up would otherwise be suddenly released at a jump in
the atomic configurations, giving rise to a large jump in
distance.14
For these reasons, we have decided to design a sensor
capable of measuring mechanical properties. We use a quartz
tuning fork resonator in combination with the mechanical
break-junction technique. Tuning fork resonators have re-
cently been introduced in different scanning probe micros-
copy techniques, such as AFM,15–18 magnetic force micros-
copy MFM,19 and scanning near-field optical microscopy
SNOM.20,21 Compared to the standard cantilevers that are
used in AFM, the tuning fork has a high spring constant
k104 N/m, which in combination with a high quality
factor allows high sensitivities at small oscillation
amplitudes.22 For the various methods, different probes can
be glued on the tuning fork, e.g., tips for AFM and STM, or
an optical fiber for an SNOM. For our experiment, we glue a
thin metal wire onto one of the prongs of the tuning fork.
This can be done for a wide range of metals, thus giving us
large flexibility in metals that can be studied. A similar force
sensor and MCBJ combination has recently been developed
independently by Rubio et al.12 With this sensor we can mea-
sure the stiffness, or force constant k, equal to the derivative
of the force with respect to the relative displacement of the
wire ends, F /x.
In the next section we will discuss the design of the
sensor in more detail. After that, characterization measure-
ments for different parameters of the tuning fork will be
shown. In the last two sections we will present the first mea-
surements that we have done with the tuning fork, for gold,
to compare with earlier measurements, and for platinum,
which demonstrate that experiments are possible for metals
other than gold.
II. DESIGN OF THE TUNING FORK SENSOR
A schematic drawing of the tuning fork incorporated in
an MCBJ is shown in Fig. 1. The prongs of the tuning fork
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103903-2 Valkering et al. Rev. Sci. Instrum. 76, 103903 2005are 0.3 mm wide, 0.4 mm thick, and about 3 mm long. Its
resonance frequency is 32 768 Hz. The tuning forks, as
bought commercially,23 are mounted in a glass sealing with a
metal cap on it. They have electrodes already attached, al-
lowing the resonance to be detected through the piezoelectric
effect of the quartz material. We remove the main part of the
cap, leaving only a little ring around the base. This part is
then soldered onto a substrate such that the two prongs are
hovering just above it, with the preferred oscillation mode
the antiflexure mode parallel to the substrate. Next to the
tuning fork a little metal block is mounted on the substrate,
such that the top of the block and the top of the tuning fork
are at the same height. A 100 m thick wire with a notch
diameter 30 m is then glued on both one prong and the
block, with the notch in between the prong and the block.
The wire is stretched and thus the notch diameter thinned
down by bending the substrate. For this the substrate is
mounted in an insert in a three-point bending configuration,
with the middle point beneath the notch. The bending of the
substrate is done in vacuum at liquid helium temperatures to
keep the wire fracture surface and atomic contact clean of
adsorbates, thus circumventing the problem of clean surface
preparation. The insert is pumped down to 10−6 mbar at
room temperature; at 4 K the pressure will be orders of mag-
nitude lower, due to cryogenic pumping of the walls of the
container. Since the force constant k of a 30 m notch is
about two orders of magnitude larger than k of the tuning
FIG. 1. a Sketch and b picture of the tuning fork resonator MCBJ. Inset
in b: Picture of the notch. The substrate is bent with the piezo element,
causing stretching and finally breaking of the wire at the notch. The tuning
fork resonance frequency is sensitive to the force applied on the wire. The
coil and the magnet are used to drive the tuning fork.fork, in the beginning most of the stretching will be taken up
Downloaded 25 Oct 2005 to 132.229.211.137. Redistribution subject tby the tuning fork. As the notch becomes thinner, and thus k
lower, the notch will take over the bigger part of the stretch-
ing. We estimate, on the basis of bulk material properties,
that the maximum displacement of the tuning fork during
breaking of the notch is 0.1 mm. In practice, for strong ma-
terials it is essential to cut a sufficiently deep notch to pre-
vent the tuning fork from breaking. It helps to weaken the
notch by bending the wire a few times before mounting it.
III. DRIVING THE TUNING FORK
Measurements are done at low temperatures, 4.2 K, to
keep the wire surface clean after breaking and to reduce vi-
brations. A consequence of the low temperatures is that the
thermal vibrations of the tuning fork are small. For our tun-
ing fork with a k of 104 N/m, the root-mean-square rms
thermal amplitude is 10 fm, resulting in a piezoelectric
current of order 10 fA. This current is below the noise level
of the amplifier. For this reason, it is necessary to apply an
external drive to the tuning fork. This can be done either
directly using the piezoelectric effect or indirectly, shaking
the tuning fork mechanically. We have tested both methods.
Applying an ac voltage to the electrodes of the tuning
fork leads to a mechanical motion of the prongs due to the
piezoelectric property of quartz. However, the applied ac
voltage gives rise to a current through stray capacitances
parallel to the tuning fork which makes the resonance curve
strongly antisymmetric. Moreover, the phase becomes a non-
monotonic function of frequency, making it difficult to use a
phase-locked loop PLL. The parallel capacitance can be
compensated for by a simple electronic circuit see, e.g., Ref.
24. We have to realize, however, that the compensation
needs to be quite accurate. The capacitance to be compen-
sated is of the order of 100 pF due to 1.5 m of cables in the
insert, whereas an uncompensated capacitance of 0.1 pF
leaves only a 0.5% window around the resonance frequency
where a PLL can be used.
For the mechanical driving we prefer using a magnetic
method. We have glued a small magnet on the top of the free
prong the one that is not used for the wire. Next to the
tuning fork we glue a small copper wire wound coil, with
dimensions approximately 8 mm length and 2.5 mm diam-
eter with an iron core of 1 mm, at a distance of approxi-
mately 0.5 mm away from the tuning fork. A magnetic field
is induced in the coil by sending an ac current through it at
the resonance frequency of the tuning fork. The stray field
outside the coil moves the magnet on the prong and thus
excites the tuning fork. The coil is wrapped in aluminum foil
to screen the coil electrically.
In both methods the driving voltage amplitude is con-
stant, rather than the observed signal amplitude. This is not
very usual in a phase-locked loop system, but it does offer
the possibility to directly measure the dissipation in the sys-
tem from the observed amplitude.
The phase-locked loop was realized with a homemade
system, consisting of a lock-in amplifier controlled by a PC
via an IEEE or GPIB interface. The internal oscillator of
the lock-in is used to drive the tuning fork. The phase shift is
25measured with a LABVIEW program. From this phase shift
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amplifier. This process is repeated until the phase shift is
within a preset accuracy usually 0.5 deg.
Once the change in resonance frequency  is known,





with k and  the force constant and resonance frequency of
the sensor, respectively. It is clear that only changes in the
force constant can be measured, and we have to choose a
reference point. Usually this reference point is set to zero at
the frequency and force constant for a broken contact.
IV. CALIBRATION OF THE OSCILLATION AMPLITUDE
Although the amplitude of the tuning fork’s oscillation is
not a direct parameter in our experiments, it is still important
to know it. The tuning fork oscillates in the direction of the
axis of the atomic contact. During the measurement the con-
tact should not be significantly modified, i.e., the amplitude
should be small enough to prevent atomic reconfigurations.
If we keep the amplitude below a few picometers, which
means order 1% of the size of an atom, this condition is
satisfied.
The standard method for measuring the amplitude is an
optical one, using interferometry.18,26 We can, however,
make use of the notched wire attached to the tuning fork to
make the calibration. For sufficiently large separation of the
wire ends, the tunneling current It between two metal sur-
faces depends exponentially on the distance d between them
It = KV exp− 2d2m/2 , 2
where V is the bias voltage applied across the contact, m is
the mass of the electron, K is a constant dependent on the
geometry of the electrodes and the density of states at the
Fermi level, and  is the work function of the metal. Due to
the oscillation of the tuning fork with amplitude A and fre-
quency , this current will have an additional oscillatory
component, such that the total current becomes
It = KV exp− 2d0 + A sin t2m/2
= Idc exp− 2A sint · 2m/2 , 3
where Idc is the dc current with the two surfaces at a dis-
tance d0, the equilibrium position of the tuning fork. For
small amplitudes, A /22m, the current becomes linear
with the vibration amplitude
It/Idc  1 − 2A2m/2 sin t . 4
When the current is measured with a current amplifier,
the frequency-dependent transfer function of the amplifier
has to be taken into account. With a gain resistance Rg and





. 51 + RgCg
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Figure 2 shows a typical example of a calibration mea-
surement. From the slope of the plot the amplitude A can
be calculated. With values of Rg=500 M, Cg=0.2 pF,
=5.5 eV gold, and a frequency of 26 kHz, the amplitude
is equal to 2 pm, the desired value.
Equation 2 can also be used to calibrate the displace-
ment between the electrodes as a function of the voltage
Vpiezo applied to the piezo element that is used to bend the
substrate.27
V. EXPERIMENTS ON GOLD
Figure 3 shows a typical trace for a gold wire with the
change in force constant k measured simultaneously with
the conductance, as a function of the piezo voltage, which is
linear to the displacement of the electrodes. As discussed in
Sec. III we can only measure k with respect to the total k at
the reference point. Here, we chose as a natural reference
point the broken contact at large separation. The force con-
FIG. 2. Calibration of the oscillation amplitude of the tuning fork. The
voltage at the current amplifier due to the oscillating tuning fork as a func-
tion of the voltage due to the dc tunnel current is plotted. The oscillation
amplitude can be calculated from the slope.
FIG. 3. Plot of conductance and changes in the force constant for gold
as a function of the piezo voltage, which is linear to the elongation of the
contact.
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pected since a smaller cross section will simultaneously be
seen as a decrease in the conductance and in the stiffness.
Sudden changes in the conductance are accompanied by an
abrupt change in the force constant, pointing to a reconfigu-
ration of the atoms at this point. But, also when only small
changes in the conductance can be observed, for example at
Vpiezo=0.8 V, an abrupt change in the force constant is vis-
ible, indicating also that reconfiguration of atoms can take
place, which hardly influences the conductance. Earlier
measurements using conductance fluctuations28 and
thermopower29 as a probing tool have confirmed that
changes in the atomic configuration often occur far from the
narrowest point of the junction.
Note also that the force constant is at some points nega-
tive with respect to the broken contact for example, around
Vpiezo=1.8 V. It implies that at these points the pulling force
exerted by the atomic contact on the prong of the tuning fork
decreases with further stretching of the contact. The contact
becomes soft at these instances, and finally results in atomic
rearrangements.
The absolute value of the change k between a one-atom
contact and a broken contact is in this experiment of order
2 N/m. From the force measurements reported in the
literature,9,10,13 we can calculate the k by taking the slope
of the force-distance curves. Typical values for a one-atom
contact are k=4 N/m Ref. 9 and k=2–10 N/m.10 For a
chain of atoms the lower value of k during breaking is also
4 N/m.13 All measured values are in reasonable agreement.
We have to keep in mind that the k values calculated from
the slope of the force-distance curves are an average over a
distance where there is only elastic deformation between
structural rearrangements. In our experiments we measure
the k directly, and it is clear from Fig. 3 that k is not
constant between the structural rearrangements. Rubio
et al.12 have also directly measured the force constant. The
numerical value for a one-atom contact can only be esti-
mated, since only the frequency change is given for this par-
ticular experiment. From comparison with other measure-
ments in the article, we estimate a k of 4 N/m.
The formation of an atomic chain can also be studied
with the force sensor, as can already be seen in Fig. 3. A
further example is given in Fig. 4, where k is shown on the
conductance plateau at G=1G0. The length of the plateau
already indicates that a chain of atoms is formed, as was
shown by Yanson et al.6 In this case the reference point was
set at the point where the conductance jumps to 1G0. We can
see a gradual increase as a function of distance over a length
of approximately 0.25 nm until a sudden relaxation dip in
the force constant takes place. At this point a new atom
comes into the chain from the “banks,” the parts of the wire
near the contact. The strain that was built up when pulling on
the chain is released. This agrees very well with the distance
between atoms in the chain, as obtained from a length
histogram.27 This pattern repeats itself until the chain breaks.
In this case the breaking takes place after 0.85 nm, when
three atoms have entered the chain. The jumps of k are of
order 0.15 N/m, which is an order of magnitude less than the
values for breaking a one-atom contact. When an atom
Downloaded 25 Oct 2005 to 132.229.211.137. Redistribution subject tmoves from the bank into the chain, bonds between the mov-
ing atom and the atoms in the bank are broken; therefore, k
may be expected to be of the same order. However, with the
force sensor we measure not only the force constant of the
chain, but also of the banks. In fact, the measured k is the k
of the banks kb and the chain kc in series. For the mea-






From simulations reported in Ref. 13, we can conclude
that only the first few atomic layers of the banks deform
when pulling on the contact, and therefore the k of the banks
is of the same order of magnitude as the k of the chain.
Equation 7 shows that in this case the measured k is only
a fraction of kc. The shape of the banks can differ from
experiment to experiment, and thus also the k values of the
banks. Therefore, the absolute values of the measured k’s
for the chain cannot be determined, only the relative
changes. However, it may be possible to determine the stiff-
ness of the banks from an analysis of the evolution of the
contact at larger diameters. Further study is underway.
VI. FIRST EXPERIMENTS ON PLATINUM
Earlier experiments on the forces in atomic structures
were only done for gold, which was inherent to the type of
instruments used. With the tuning fork MCBJ it is easy to
change the material of the wire under investigation. Figure 5
shows the first measurement of force constant and conduc-
tance in platinum. It is the same type of measurement as in
Fig. 3 and is therefore easy to compare. The general trend is
the same in both figures: k decreases with decreasing con-
ductance, and sudden changes in the conductance are accom-
panied by changes in the force constant. There is, however, a
striking difference between the two metals on the conduc-
tance plateaus. After an atomic reconfiguration on a conduc-
tance plateau i.e., during elastic elongation, the force con-
stant increases for platinum, whereas for gold it decreases
before the rearrangement, except on the chains. This effect
will be studied in more detail in a separate publication.30 For
approximately 50 traces of gold and platinum, we have stud-
FIG. 4. Measurement of the force constant at a conductance plateau for
gold. Dips in the force constant where a atom comes into the chain are
indicated by arrows. The reference point was set at the point where the
conductance jumps to 1G0.ied the slope of the change in force constant as a function of
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as a function of the corresponding G. The plot that was
obtained with the values of the trace in Fig. 5 is shown in
Fig. 6. The inset of Fig. 6 shows a histogram of the values of
the slopes dk /dg, with g=G /G0. On average, the value of
dk /dg for gold is 30% higher than for platinum. If we want
to compare the change in force constant for gold and plati-
num per atom, we have to correct the above values with the
conductance per atom. Due to the higher number of conduc-
tance channels for platinum, the conductance per atom will
be higher for platinum; therefore, the change of the force
constant per atom will be nearly the same for gold and
platinum.
VII. DISCUSSION
We have shown that a quartz tuning fork resonator can
be a versatile instrument for studying the mechanical prop-
erties of atomic structures. In comparison with existing in-
struments it is easier to apply to different metals. We have
presented measurements for gold and platinum. The gold
measurements are in agreement with the earlier reports. The
measurements on platinum show that the absolute value of
FIG. 5. Measurement of conductance left axis and k right axis for
platinum as a function of the piezo voltage, which is linear to the elongation
of the contact.
FIG. 6. Plot of k as a function of G /G0 for one trace for a Pt experiment.
The line is a linear fit to the data Inset: Histogram of the slope of the change
in force constant for gold filled bars and platinum open bars.Downloaded 25 Oct 2005 to 132.229.211.137. Redistribution subject tthe changes are of the same order of magnitude as for gold,
but the slope of k on a conductance plateau has a different
sign.
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